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Caractéristiques techniques

MONOLINER VRM

SPECIFICATIONS

32 36 40 44 48 52 54 56 60

130 - 160 125 - 180 140 - 200 130 - 220 145 - 240 160 - 235 190 - 250 175 - 220 190 - 240

m 4.20 4.00/4.70 4.50/5.20 4.40/4.95/5.70 4.80/5.40/6.20 5.20/5.85 6.10 5.60 6.00

mm 275 235 - 275 200 - 235 - 275 200 - 235 235 200

mm 710/7 660/6 - 710/7 610/6 - 660/6 - 710/7
610/6 - 
660/6

660/6 610/6

4800 4650/5020 4930/5530 4970/5080/5775 5120/5430/5990 5270/5580 5655 5423 5773
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Caractéristiques techniques

MONOLINER VRM

SPECIFICATIONS

32 36 40 44 48 52 54 56 60

130 - 160 125 - 180 140 - 200 130 - 220 145 - 240 160 - 235 190 - 250 175 - 220 190 - 240

m 4.20 4.00/4.70 4.50/5.20 4.40/4.95/5.70 4.80/5.40/6.20 5.20/5.85 6.10 5.60 6.00

mm 275 235 - 275 200 - 235 - 275 200 - 235 235 200

mm 710/7 660/6 - 710/7 610/6 - 660/6 - 710/7
610/6 - 
660/6

660/6 610/6

4800 4650/5020 4930/5530 4970/5080/5775 5120/5430/5990 5270/5580 5655 5423 5773

SPECIFICATIONS

32 36 40 44 48 52 54 56 60

CVHP 130 - 160 125 - 180 140 - 200 130 - 220 145 - 240 160 - 235 190 - 245 175 - 220 190 - 235

m 4.20 4.05 - 4.70 4.50 - 5.20 4.40 - 4.95 - 5.70 4.80 - 5.40 - 6.20 5.20 - 5.85 6.10 5.60 6.00

mm 275 235 - 275 200 - 235 - 275 200 - 235 235 200

mm 710/7 660/6 - 710/7 610/6 - 660/6 - 710/7 610/6 - 660/6 660/6 610/6

kg 4800 4650 - 5020 4930 - 5530 4970 - 5080 - 
5775

5120 - 5430 - 
5990 5270 - 5580 5655 5423 5773


