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For attaching a l i t ter bin to the'Ground Lock' Fixing System

WARNING: Check for buried services. During the installation please be safe. Where necessary sign and guard
your works safely with reference to New Road & Streetworks Act 1991 Chapter B T.S.R. & G.D.

Note:- Ensure that al l  relevant personnel read the points l isted below and that a copy is passed on to the staff involved with the instal lat ion.

STACE ONI

Before instal lat ion into the ground, the f ixing bolts are lo
remain in their set posit ion, this is to ensure that no earth is
able to contanrinate the threaded f ixing points to secure the
bin. They may be removed after the ground lock has been
driven down to ground level. (Ref. stage two.)
NOTE: Ensure before proceeding with the instal lat ion that
the matching holes in the tr in and ground lock f ixing points
are in the correct position for your ap€rture orientation
requirements. (Hooded bins only)
For exist ing Clasdon l i t ler bins (see footnote) which are to
be attached to the ground lock, a paper template is
included to transfer the drill holes onto the bin base
EXTERIOR FACE.

CROSS SECTION VIEW OF INSTALLID
, G R O U N D  L O C K ' A N D  B I N  F I X I N C  S Y S T E M

DO NOT REA. {OVE
T H  I S  S T I C K E R
W H E N  I N S T A L L I N C



$ er"ro"" AND GRouND-Locr ARf 'TMDEMARKs oR REGTSTERED
- T&qDEMARKs oF GtAsDoN GRoup oR trs suBstDtARtEs

IN THE U.K AND OTHER COUNTRIES

lsere 4 luly 2OUt stock rlo- COOOIOO5|
@Copyright O7l2OO4

Ghdon resre the right to altet sFcifkation wtthoLrt pior rctqe

The Cround Lock S,vsiem is now securely in place with the
barb activated.
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Ram the'ground lock' into position, when the red arrow
on the sticker on the tool is level with the too of the
socket the 

'ground lock' is fully engaged.
Twlst the socket tool anti-clockwise to separate the
tool from the block.
Remove the tool from the socket and retain for future use.
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Position the bin over the fixing points on ground lock and
insert the supplied fixing bolt and washer plate into each
fixing, and tighten down all three bolts with the appropriate
tool ie, spanner or plug spanner until secure.
NOTE: DO NOT OVERTICHTEN FIXINC POINTS CTOUND I-OCX

I A planned maintenance schedule of regular inspedion is recommended,
replacing components as necessary

Replacement components are available direct from GLASDON-

GTASDON cannot be held responsible for claims arising from incorred
installation, unauthorised modifications or misuse of the product
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