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Système Lecteur Antiskimming                                   
Reader system Antiskimmer 

 

 
 
 

PRINCIPALES CARACTERISTIQUES • MAIN FEATURES 
• Reconnaissance des cartes Bancomat et Carte de crédit 

Recognition of Bancomat cards and Credit Cards 

• Lecteur de cartes à puce : reconnaissance de 

cartes selon standard européen EMV 4.3; 

Chip card reader: recognition of smartcard 

according to the European standard EMV 4.3; 

• Système antiskimming: 6 capteurs opto 

électroniques actifs placés autour de la trappe 

d'entrée de la carte, système complété par un 

éclairage automatique.  

Antiskimmer system: 6 active optoelectronic sensors placed around the slot 

for badge insertion, complete with an automatic system for the compensation 

of the environmental light; 

• Ecran LCD rétroéclairé  anti reflet, résolution 64 x 128 pixel; 

Graphic back-lit transflective LCD display, resolution of 64 x 128 pixel; 

• Panneau lumineux incorporé; 

Built-in panel with signalling lights; 

• Set de messages multilingues pour guider l’utilisateur; 

Set of multilingual messages for the user’s guide; 

• Signalisation optique : barre LED horizontale tricolore pour indication d état; 

Rouge–jaune-vert; 

Optical signals: horizontal bar with LEDs of two colours to indicate the status; 

red-yellow-green; 

• Signalisation auditive : information pour transit ; 

Acoustic signal: self-oscillating buzzer to indicate status transitions; 

• Capteurs anti effraction: anti ouverture / retrait, capteur de 

position du mercure; 

Burglar-proof sensors: tamper opening-/removal-proof, 

mercury position sensor; 

• Interface: connexion avec une centrale de gestion via  RS485; 

Interface: connection with elaboration unit by RS485; 

• Dipswitches: micro interrupteurs pour opération d'auto-test 

et configuration sur lecteur du site 

Dipswitches: microswitches for functioning autotest  and reader configuration; 

• Certification: CE. 

Certifications: CE. 
 
 
 
 

 
MODELES DISPONIBLES • AVAILABLE MODELS 

 

• Co855.35  Lecteur avec écran et clé  Dallas 
Reader  Display with Dallas Key inserter 

• Co855.45  Lecteur avec écran avec clé Kaba 
Reader  Display with Kaba Key inserter 

• Co855.55  Lecteur avec écran standard 

Reader Display standard 

 
• CO855.36 Ouvre porte/Ecran et clé Dallas 

Door opener/Display with Dallas Key inserter 

• CO855.46 Ouvre porte/Ecran et clé Kaba 

Door opener/Display with Kaba Key inserter 

• CO855.56 Ouvre porte/Ecran standard 
Door opener/Display standard 

CARACTERISTIQUES ELECTRIQUES • ELECTRICAL FEATURES 
• Tension nominale: 10-30 Vdc ± 10%; 

Nominal tension: 10-30 Vdc ± 10%; 

• Courant: 200 mA 

Current: 200 mA 

• I/O: Entrée et sorite à relais programmables; 

I/O: programmable  relay inputs and outputs; 

• Temperature ambiante : 0-40 °C 

Working temperature:  0-40 °C 

 
DIMENSIONS • DIMENSIONS 

• Encombrement: 290x55x32,5 (AxLxP) mm 

Overall dimensions: 290x55x32,5 (HxWxD) mm 

• Poids: 0,65 kg 

Weight: 0,65 kg



 

 


