
Industrial Panel PCPC

Specification

Feature:
1.High Quality Capacitive Screen
2. Dustproof and Waterproof
3.365* 24 Hours Running
4. High/Low Temperature Resistance
5. Auto Power-on

All-in-one Industrial PC Specification

Size： 19 inch Power Input： AC 110-240V, 50/60Hz

Operation Temperature： -20°C +50°C

Storage Temperature： -30°C +60°C

Panel Type： LED

Touch： Resistive or Capacitive Touch Screen 

Aspect Ratio: 4:03:00 Operation Humidity： 10%-80%

Resolution: 1280*1024 px Storage Humidity： 10%-90%

Brightness: 350-400 Certificate of Approval： CE,FCC,RoHS,ISO

CPU: Intel Celeron Dual-core/Quad-core (Optional CPU Intel core i3/i5/i7 AMD)

Chipset: Intel NM10 high speed chipset

Graphic Card: Integrated Intel HD Graphics

RAM: 2G/4G/8G DDR3 (Optional)

HDD: 32G/64G/128G/256G/512G/500G/1TB HDD

Expansion Card Slot: 2xMini-PCIE slot, support SSD, WIFI, 3G module

Audio: Realtek ALG662 6 sound track audio frequency

Internet: 1xRTL811E gigabit network card

I/O ports:

1*12V DC_JACK input,1*VGA,1*HDMI, 4*USB port(Upgradable)

1*RJ-45 network interface(Upgradable)

1*Audio I/O interface

1*COM (Upgradable)

Installation: VESA, Embedded, Wall Mount, Desktop kit

OS:        Microsoft Windows 7 / 10 / Linux

Material:     Black Aluminum Alloy+High Strength Cold Rolled Steel



Product Show

WIFI

Embedded Buckle(Standard)

DC IN 12V VGA USB*2 Audio i/o COM

Power Switch HDMI USB*2 LAN

Folding Kit(Optional)

PackingDetails

Product Packing List

No Qty Material List

1 1 All-in-one Industrial PC

2 1 12V/5A Power Adapter

3 1 Safety and Warranty Guide

4 1 Product Manual

5 1 Bracket (sets)

6 6 Screws
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